
PARAMETERS

PAPER GRAMMAGE
80 - 400 gsm (creasing, punching)
80 - 250 gsm (perforating)

WIDTH OF CREASE
CITO 1,0 mm
IRON CHANNEL - 1,9 mm

WEIGHT
nett 77 kg, gross  81 kg

VOLTAGE / FREQUENCY
230 V / 50 Hz, 110 V / 60 Hz

DIMENSIONS 
1075 x 635 x 390 mm

NO. OF PROGRAMS
15

MIN./MAX. DISTANCE
BETWEEN CREASES
1/999 mm

MAX. PAPER WIDTH
450 mm (SRA3)

MAX. PAPER LENGTH
no limitation

large feed tray for
SRA3 in both directions

2 creasing tools & 1 perf tool in standard equipment

touch screen display for easy setting
of distance and number of creases

quick tools replacement

waste drawer

CREASER / PERFORATOR / PUNCHER
GPM 450 VERSA

optional punching tools for calendar making, wire- or spiral binding 

OPTIONAL TOOLS
Punching tool – square 5x5 mm, 2:1
Punching tool - square 6x6 mm, 2:1
Punching tool – square 4x4 mm, 3:1
Punching tool – square 4x4 mm, 3:1, calendar punch
Punching tool – round, dia 4 mm, 3:1
Punching tool – round, dia 4 mm, 3:1, calendar punch
Punching tool - oval 5x4 mm (plastic coil)
Euro Punch tool
Microperforating tool
Partial perforating tool
...and more
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