
CREASING, PERFORATING AND PUNCHING MACHINE
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GPM 450 SPEED

PARAMETERS
WORKING WIDTH
100 - 450 mm                           

PAPER GRAMMAGE
80 - 400 g/m2 (creasing)
80 - 250 g/m2 (perforation)

WIDTH OF CREASE
1,0/ 1,3 mm

DIMENSIONS
125 x 68 x 52 cm

WEIGHT
nett 101 kg
gross 157 kg

VOLTAGE / FREQUENCY
230 V / 50 Hz
110 V / 60 Hz

SPEED
2500 sheets A4/ h

INPUT CAPACITY
50 mm

MIN./MAX. DISTANCE BETWEEN CREASES
2/ 1000 mm

CONTENT OF
PACKING
2 x creasing tool
1 x perforating tool
mobile table

automatic search of pre-defined
folds (1/2, 1/3, 1,4, book cover)

reliable friction feeding with speed up to 2500 A4 sheets/A4
easily exchangeable creasing, perforating and punching tools
possibility of programme storage
two widths of fine creasing channels
touch screen display for easy setting of crease parameters
large work table and working width suitable for A2 paper formats
telescopic feed table
batching



PUNCHING TOOLS FOR GPM 450 SPEED / AIRSPEED 450

571 40 508
Punching Tool Square 4x4 mm, 2:1

571 40 529
Punching Tool Square 5x5 mm, 2:1

571 40 462
Punching Tool Square 4x4 mm, 3:1

571 40 463
Punching Tool Square 4x4 mm, 3:1
w/ Calendar Punch

571 40 475
Punching Tool Round, dia 4 mm, 3:1

571 40 476
Punching Tool Round, dia 4 mm, 3:1
w/ Calendar Punch
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571 40 506
Punching Tool Euro Punch

33 mm

12 mm
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