OPUS the binding company

OPUS Goldpress 4+

Professional hot print stamping machine used for customizing all types
of hard and soft covered presentations with many possibilities. You can
also use it for printing on the covered METALBIND channels.

See the table with accessories. Available many font & matrix frames,
typeface styles and foils.

OPUS Goldpress 5

The NEW easy to use bigger and better Goldpress 5, perfect for your hot
print foiling, embossing for small or larger text and logos, for all types of
covers: hard, soft, plastic, leather, textured surfaces. Now you can print
on the whole length of the covered channels from the Metalbind system
due to the openings on each side, letting you move the channel to any
position. The Goldpress 5 gives you a 100 x 200 mm surface to print with
plus more opportunities.

With the Goldchannel base set* you can foil on Metalbind channels or
Channelbind spines.

* sold seperately

Examples of foil stamping
& embossing on the OPUS
standard hard covers.

Technical data P«

name Goldpress 4+ Goldpress 5
w"?r: ;%Tr:cmtdme side stop (mm) 265305 265305
rated voltage* 230V /50 Hz 230V /50 Hz
max matrix size (H x W) 50 x 180,80 x 110 100 x 200
max power consumption 500 W 600 W
rated power consumption 80 W 80 W
operating temperature ~100°C ~100°C

temperature stabilization

microprocessor

microprocessor

temperature adjustment range

50 - 150°C

20 - 150°C

pressure (T)

2

2

dimensions (H x W x D) mm

278 x 362 x 546

280 x 362 x 548

net weight (kg) 24,6 28,6
features - metal housing - metal housing
- LCD display - LCD display
- drawer - drawer
for accessories for accessories
see more

g Vi oy docummeni.

Goldpress 5

OPUS

OPUS
Goldpress 4+

* 110 - 120V /50 - 60 Hz version also available

more info
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ACCESSORIES
for Goldpress 4+ to use with
fonts, matrixes and channels:

0.Frame GP4/IP

One or multi-line frames for text composed out of 0. FONT letters
(4 mm/55mm/9 mm). Also available frame for Matrix
27 x 180 x 10 mm and 16 mm / 4 mm fonts.

frame name preview lines to use with frame name preview lines to use with
0.Frame 9 mm 0.Frame 9 mm
GP4 /1P 1 fonts GP4/IP 3 & 4 mm
1L9 1L9/2L4 fonts
0.Frame 55 mm 0.Frame 55 mm
GP4/IP 1 'fonts GP4/IP 3 ;‘onts
1L5,5 3L5,5
0.Frame 9 mm 0.Frame 4 mm
GP4/IP 2 font GP4/IP 3 font
2L9 onts 3L4 onts
0.Frame 0.Matrix
0.Frame 9mm&55 P4/ IP 27x 180 x 10
GP4/IP 2 mm . 2
1L9/1L5,5 fonts Matrix mm & 16 mm
! /1L16 / 1L4 / 4 mm fonts
0.Matrix

OPUS offers a full service, design and manufacture with your logo

or text ready to fit your Opus equipment.

Now you are ready to hot print stamp your professional image.

0.Goldchannel Base GP4

Accessory needed for hot print stamping on Metalbind channels.

frame name preview description name preview
0.Matrix matrix for customised

logo & text
27 x180 !
x 10 mm GP (to use with 0.Frame 0.Goldchannel Base

GP4 / IP Matrix / 1L4) GP4

L (]
0.Matrix matrix with handles
50 x 180 for customised logo
x 10 mm GP & text
0.Matrix base plate with
Base with i handles to stick for Goldpress 4+/Go[dpress 5.
handle B magnesium or photo-
GP4 /1P l polymer matrix on

0.Foil Quick & Easy universal

Foil for hot stamping on covers and channels.
Available colours: gold, silver, white, black, blue, green, maroon.
Formats: 90 x 180, 130 x 210 mm.Packed 200 pcs per box.

name preview

0.Foil Quick & Easy
universal 90 x 180 mm
(for GP 4+)

0.Foil Quick & Easy
universal 130 x 210 mm
(for GP 5)




OPUS the binding company

0.Frame GP5/MP02
ACC ESSO Rl ES Multi-line frames for text composed out of 0. FONT letters
; (4 mm/55mm/9 mm/16 mm)to use together with 0.Master Frame.

fO r GO I'd p re'SS 5 tO use Wlth NOTE! Ask for custom matrix in above-mentioned sizes.
fonts, matrixes and channels:

frame name preview description
Note! 4sk for GP5 custom matrix sizes. aster s o custo

0.Master matrixes or typeface font

Frame frame;
0.Matrix Bases GP5/MP02 i ' ' inetolcd o Dacir

) ) ) Frame Holder GP5
Two kinds of base for mounting matrixes/logos:

- 0.Matrix Base GP5/MP02 - base for sticking matrixes/logos [
- 0.Screw Matrix Base GP5/MP02 - plate with threaded holes gigj';ioz | — 5-lines frame for
for screwing matrixes/logo. 5L5,5 | . 5,5 mm fonts
preview gi:;j':lioz 5-li4nes fr?mte for
5L4 mm fonts
0.Frame 3.l f f
GP5/ MP02 g oo
F 3L9 mm fonts
0.Matrix Base GP5/MP02 0.Screw Matrix Base GP5/MP02
ars poz Sl
0.Goldchannel Base GP5 1L9/2L4

Accessory needed for hot print stamping on all Metalbind channels

0.Fi )
for OPUS document binding systems on GOLDPRESS 5. Gpsrj';ioz > lines frame for
1L9/1L5,5 9 mm & 5,5 mm fonts

name preview
ggg?r;ﬁ,oz o 2-lines frame for
/ 1L16/1L5,5 | 16 mm & 5,5 mm fonts
0.Goldchannel Base %
GP5 \// e 0.Frame ;
& — GP5/ MP02 [ 2-lines frame for
) 3 -~ 1L16/1L4 T 16 mm & 4 mm fonts
& #
\

0.FONT Latin Note! 0puS font sets fit to all GOLOCOVFR
Latin alphabet font sets in 4 sizes (4 mm /55 mm /9 mm /16 mml.—— MACHINES. Choose the suitable size and frame.

Note! Ask for your national set (e.g. GB, DE, FR, ES etc.).

Possible different font types: ‘ »
O.FONT Latin typeface preview more | n fO
Standard ABCDEEGabcd efg 0.FONT (worldwide)

Worldwide alphabets font sets in 4 sizes (4 mm /55 mm /9 mm /16 mm).

Serif AB C D EFG ab Cdefg Note! Ask for different font types and your national set
(e.g. Cyrillic RU, UA, SR, BG etc )
seritialic | A BCDEFGabcdefg
0.FONT (worldwide) typeface preview

Block ABE“EFE“IJK Hebrew Standard 3&01’]?3‘”’1“

Future ABCDEFGHlJKLMNP Cyrillic Standard ABBFHE&6BFH6
Ascetic ABCDEFGHIJKLMabcdefghijkim sreeksinis | ABFAEZHOaBydecn®
Basic ABCDEFGHabcdefghij BEuL -

Arabic Standard 5 3 45 3 EE DL Lo
Techno ABCDEFGHabcdefgh

S




16 mm font

All about the OPUS 0.FONT

Fonts are made out of brass and are offered in MASTER SETS in specified, national
language (e.g. GB, DE, FR, ES etc.), font style (e.g. Standard, Serif, Serif Italic, Block]*
and size: 4mm /55 mm/9 mm/ 16 mm. Font sets include small and CAPITAL letters**.

Fonts are being installed on the stamping machine heater in frames (0.FRAME).

M

aster Sets are stored in containers:

- 0.FONT CONTAINER (universal container for all language version)
- 0.NATIONAL FONT CONTAINER (container for specified, national language (GB, DE etc.)

O.FONT MASTER SET GB

STANDARD (4 mm /5,5 mm /9 mm)

The comparison table below shows the contents
of 0.FONT Master Set GB Standard in three sizes.
Each set consists of CAPITAL, small letters**

and Spec-Numbers in one choosen size
(e.g. 4mm /55 mm/9 mm).
This set also available in 16 mm size.

0.FONT sizes

0.FONT in the O.FRAME (example)

Ala

A

4mm/55mm/9mm

a

A

0.FRAME 1L9/1L5,5

0.FONT m

ain styles*

ABCDEFGabcdefg

Standard

ABCDEFGabcdefg

Serif

ABCDEFGabcdefg

Serif Italic

ABCDEFGHIJK

Block

0.FONT ¢

ontainers

O.FONT CONTAINER

O.FONT NATIONAL CONTAINER

0.FONT MASTER SET GB STANDARD CAPITAL letters contents (pcs)

font ABCDEFGHI J KLMNOPQRSTUVWXY Z
Master Set GB 4 mm 4| 2| 4 424224222 22|22 4 4|4|2]2 2 02| 4|2
Master Set GB 5,5 mm 4 | 2 | 4 41 2| 4|2 2|2 2|2 2|2 2|2 2 04 | 4| 4| 2] 2 202 | 4|2
Master Set GB 9 mm 10| 4 | 4 0,4 | 4| 610246 |4 |88 42888 4|2]|2]|2]|6]|4

font abcdefghiljlkl mnopqrstuvwxyz

Master Set GB 4 mm 16 6 6 16| 4 | 4 6 | 14| 2 4 112 4 | 1612 4 | 2 | 141010 4 2 2 2 6 | 4

Master Set GB 5,5 mm 12 4 | 4 10 4 | 4| 4 |10] 2 4 |10 | 4 | 14110 4 2 10| 4 |10 4 2 2 2 | 4| 4

0.FONT MASTER SET GB STANDARD SPEC-NUM contents (pcs)

wlr ” | 4 o | o E

fot 0123456789% 7. ,/1-&, ;@2 ()

Master Set GB 4 mm 6 |3 |44 |3[3|3|3]3|3]|1 T4 34V 4 011 1|1 L T O A 7

Master Set GB 5,5 mm 6 3144|3133 |3 |3 |31 |1 |4|3|4| 1|43 1|1 11111 -]-]8

Master Set GB 9 mm S|12 |3 1382|2222 |2|-|1v|{3|2|-|1r|2|1v|{1v |1 |-| 111 | -|1V]-]-]S8
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Subsidiary: Chemnitzer Str. 6-8 « 68309 MANNHEIM, GERMANY Tel. +49 (0) 621 /72 4947 -0
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